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MON. WELL
MON. WELL

SAN. MH

STR. MH

STR. MH

CP-VT-1
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FACILITIES IMPROVEMENTS

NEW HAVEN

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
THE CONDITIONS OF ACTUAL QUANTITIES 
OF WORK WHICH WILL BE REQUIRED.

   

MAINTENANCE OF WAY BUILDING
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PLAN-5

WPD
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CD-005

SITE DEMOLITION
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TYPE PAVEMENT

REMOVE

REMOVAL OF

CONCRETE SIDEWALK

REMOVE

REMOVAL OF

EXISTING STRUCTURE
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POB STA 80+00.00

N 668549.895

E 952624.548

POB STA 40+00.00

N 668779.829

E 952476.081

POE STA 42+60.00

N 668960.706

E 952509.786

POL STA 22+93.86 =

POL STA 55+63.00

N 668946.018

E 952687.048

POB STA 20+00.00 =

POC STA 40+66.62

N 668819.999

E 952423.043

POE STA 81+60.00 =

POL STA 103+01.00

N 668643.780

E 952494.988

POB STA 85+00.00 =

POL STA 103+41.57

N 668676.632

E 952518.794

PC STA 60+00.00

N 668678.837

E 952592.354

POE STA 74+25.00

N 668710.987

E 952580.599

POL STA 60+19.32 =

POL STA 73+93.71

N 668692.598

E 952605.912

15’
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POE STA 56+62.44

N 669038.165

E 952649.673

POL STA 22+93.86 =

POL STA 55+63.00

N 668946.018

E 952687.048

POE STA 25+13.36

N 669028.518

E 952890.454

POE STA 69+17.42 =

PT STA 63+45.63

N 668836.734

E 952896.778

POB STA 75+00.00 =

POE STA 122+10.00

N 669161.063

E 952850.400

POB STA 120+00.00 =

POC STA 109+43.86

N 669017.244

E 953000.249

30 600

SCALE IN FEET
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FACILITIES IMPROVEMENTS

NEW HAVEN

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
THE CONDITIONS OF ACTUAL QUANTITIES 
OF WORK WHICH WILL BE REQUIRED.
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POE STA 122+10.00
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GLASTONBURY, CT

E 952624.548

PI STA 67+52.92

N 668698.694

E 952986.259

POB STA 75+00.00 =

POL STA 67+18.62

N 668666.862

E 952973.497

PI STA 65+77.10

N 668535.505

E 952920.835

POB STA 125+00.00

N 668442.907

E 952917.110

POB STA 70+00.00 =

POL STA 125+19.70

N 668461.192

E 952924.441

POL STA 65+19.10 =

POL STA 70+46.60

N 668488.578

E 952886.743
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POB STA 10+40.00

N 670337.159

E 952705.581

POL STA 12+31.78 =

POE STA 48+56.63

N 670251.048

E 952876.940

POE STA 16+80.00

N 670153.518

E 953312.333

POB STA 45+00.00

N 669960.727

E 952669.817

30 600

SCALE IN FEET
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NEW HAVEN RAIL YARD

FACILITIES IMPROVEMENTS

NEW HAVEN

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
THE CONDITIONS OF ACTUAL QUANTITIES 
OF WORK WHICH WILL BE REQUIRED.

   

MAINTENANCE OF WAY BUILDING
 

 REV. DATE REVISION DESCRIPTION SHEET NO. Filename: 20_CALN_3010088_CA-005.dgnPlotted Date: 3/28/2015

DESIGNER/DRAFTER:

CHECKED BY:

SIGNATURE/

BLOCK:  

PROJECT NO.

DRAWING NO.

SHEET NO.

DRAWING TITLE:

TOWN:PROJECT  TITLE:

PLAN-5

WPD

JFK/JLD

CA-005

ROADWAY ALIGNMENT

T

L

R

PT

PC

PI

10-1

STA 12+62.12

N 670237.422

E 952904.055

STA 13+50.27

N 670209.899

E 952987.461

44.39

16^50’05.3"

88.15

N 670217.489

E 952943.721

STA 13+06.52

300.00

LIMIT OF PAVING
LIMIT OF PAVING

STA 10+50.00

MATCH PAVEMENT

BY OTHERS

LIMIT OF PAVING
LIMIT OF PAVING

CUT BIT CONC PAVEMENT

MATCH EXIST

STA 47+25.00

LIMIT OF PAVING
STA 15+30.59

DESCRIPTION NORTHING EASTING

EOP COORDINATES

E-59A

E-59B

E-59C

E-59D

E-59E

E-60

E-61

E-62

E-63

E-64

E-65

E-66

E-67

E-68

670317.46

670317.87

670311.13

670297.25

670257.10

670227.61

670221.76

670228.02

670185.88

670156.97

670132.34

670128.24

670152.87

670173.23

952718.06

952735.06

952748.46

952758.27

952838.18

952845.48

952870.79

952896.05

953055.68

953076.04

953071.76

953095.41

953099.68

953128.59

DESCRIPTION NORTHING EASTING

UNPAVED STORAGE LIMITS

U-1

U-2

U-3

U-4

U-5

U-6

U-7

U-8

U-9

U-10

U-11

U-12

U-13

U-14

U-15

U-16

U-17

670219.81

670205.34

670192.52

670082.93

670075.26

670157.47

670160.24

670150.57

670210.47

670236.87

670251.48

670312.73

670269.66

670309.72

670320.46

670346.95

670343.39

952869.39

952900.82

952960.61

953107.92

953152.14

953166.06

953174.93

953230.63

953241.02

953138.21

953123.90

952877.34

952866.64

952786.92

952783.36

952730.64

952719.90

04.12
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NOTES:

1. FOR GEOMETRIC LAYOUT OF ACCESS ROADS AND

PAVED DRIVEWAYS, SEE ROADWAY ALIGNMENT

PLANS. 

2. FOR ADDITIONAL INFORMATION, REFER TO

GRADING PLANS AND CIVIL MISCELLANEOUS

DETAILS.

3. FOR UTILITY WORK, SEE UTILITY DRAWINGS.

4. CONTRACTOR SHALL MAINTAIN ACCESS AT ALL

TIMES DURING CONSTRUCTION. FOR FURTHER

INFORMATION REFER TO CONSTRUCTION STAGING

PLANS THAT IDENTIFY TRAVEL PATHS TO BE

MAINTAINED DURING EACH STAGE OF CONSTRUCTION.

5. CONTRACTOR SHALL COORDINATE CONSTRUCTION

OPERATIONS WITH OTHER CONCURRENT

CONSTRUCTION PROJECTS.

6.  ALL CURBING SHALL TAPER TO A FLUSH CONDITION

OVER A 2’ DISTANCE WHERE IT DOES NOT MATCH UP

TO EXISTING CURBING OR OTHER VERTICAL SURFACE.

7. REFER TO ARCHITECTURAL AND STRUCTURAL

DRAWINGS FOR ADDITIONAL INFORMATION,

INCLUDING FENCING REQUIREMENT SURROUNDING

EQUIPMENT PAD.

04.13
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S
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ROADWAY LIGHT (TYP)(SEE SITE ILLUM DWGS)

NOTES:

1. FOR GEOMETRIC LAYOUT OF ACCESS ROADS AND

PAVED DRIVEWAYS, SEE ROADWAY ALIGNMENT

PLANS. 

2. FOR ADDITIONAL INFORMATION, REFER TO

GRADING PLANS AND CIVIL MISCELLANEOUS

DETAILS.

3. FOR UTILITY WORK, SEE UTILITY DRAWINGS.

4. CONTRACTOR SHALL MAINTAIN ACCESS AT ALL

TIMES DURING CONSTRUCTION. FOR FURTHER

INFORMATION REFER TO CONSTRUCTION STAGING

PLANS THAT IDENTIFY TRAVEL PATHS TO BE

MAINTAINED DURING EACH STAGE OF CONSTRUCTION.

5. CONTRACTOR SHALL COORDINATE CONSTRUCTION

OPERATIONS WITH OTHER CONCURRENT

CONSTRUCTION PROJECTS.

6. REFER TO DWG NO CM-010 FOR ENLARGED ENTRANCE

DETAIL.

7. ALL CURBING SHALL TAPER TO A FLUSH CONDITION

OVER A 2’ DISTANCE WHERE IT DOES NOT MATCH UP

TO EXISTING CURBING OR OTHER VERTICAL SURFACE.

04.14
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BIT PARKING

BIT PAVED

ILWWW

30 600
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NEW HAVEN RAIL YARD

FACILITIES IMPROVEMENTS

NEW HAVEN

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
THE CONDITIONS OF ACTUAL QUANTITIES 
OF WORK WHICH WILL BE REQUIRED.
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CHECKED BY:
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BLOCK:  

PROJECT NO.

DRAWING NO.

SHEET NO.

DRAWING TITLE:
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NOTES:

1. FOR GEOMETRIC LAYOUT OF ACCESS ROADS AND

PAVED DRIVEWAYS, SEE ROADWAY ALIGNMENT

PLANS. 

2. FOR ADDITIONAL INFORMATION, REFER TO

GRADING PLANS AND CIVIL MISCELLANEOUS

DETAILS.

3. FOR UTILITY WORK, SEE UTILITY DRAWINGS.

4. CONTRACTOR SHALL MAINTAIN ACCESS AT ALL

TIMES DURING CONSTRUCTION. FOR FURTHER

INFORMATION REFER TO CONSTRUCTION STAGING

PLANS THAT IDENTIFY TRAVEL PATHS TO BE

MAINTAINED DURING EACH STAGE OF CONSTRUCTION.

5. CONTRACTOR SHALL COORDINATE CONSTRUCTION

OPERATIONS WITH OTHER CONCURRENT

CONSTRUCTION PROJECTS.

6. ALL CURBING SHALL TAPER TO A FLUSH CONDITION

OVER A 2’ DISTANCE WHERE IT DOES NOT MATCH UP

TO EXISTING CURBING OR OTHER VERTICAL SURFACE.
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NEW HAVEN RAIL YARD

FACILITIES IMPROVEMENTS

NEW HAVEN

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
THE CONDITIONS OF ACTUAL QUANTITIES 
OF WORK WHICH WILL BE REQUIRED.
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BLOCK:  

PROJECT NO.

DRAWING NO.

SHEET NO.

DRAWING TITLE:

TOWN:PROJECT  TITLE:

NOTES:

1. FOR GEOMETRIC LAYOUT OF ACCESS ROADS AND

PAVED DRIVEWAYS, SEE ROADWAY ALIGNMENT

PLANS. 

2. FOR ADDITIONAL INFORMATION, REFER TO

GRADING PLANS AND CIVIL MISCELLANEOUS

DETAILS.

3. FOR UTILITY WORK, SEE UTILITY DRAWINGS.

4. CONTRACTOR SHALL MAINTAIN ACCESS AT ALL

TIMES DURING CONSTRUCTION. FOR FURTHER

INFORMATION REFER TO CONSTRUCTION STAGING

PLANS THAT IDENTIFY TRAVEL PATHS TO BE

MAINTAINED DURING EACH STAGE OF CONSTRUCTION.

5. CONTRACTOR SHALL COORDINATE CONSTRUCTION

OPERATIONS WITH OTHER CONCURRENT

CONSTRUCTION PROJECTS.

6. ALL CURBING SHALL TAPER TO A FLUSH CONDITION

OVER A 2’ DISTANCE WHERE IT DOES NOT MATCH UP

TO EXISTING CURBING OR OTHER VERTICAL SURFACE.
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MON. WELL

MON. WELL
MON. WELL

SAN. MH

STR. MH

STR. MH

CP-VT-1

CP-VT-2

CP-VT-3

STR. MH

N 670000 

N 670400 

N 670000 
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NEW HAVEN RAIL YARD

FACILITIES IMPROVEMENTS

NEW HAVEN

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
THE CONDITIONS OF ACTUAL QUANTITIES 
OF WORK WHICH WILL BE REQUIRED.

   

MAINTENANCE OF WAY BUILDING
 

 REV. DATE REVISION DESCRIPTION SHEET NO. Filename: 20_CGSP_3010088_CP-005.dgnPlotted Date: 3/28/2015

DESIGNER/DRAFTER:

CHECKED BY:

SIGNATURE/

BLOCK:  

PROJECT NO.

DRAWING NO.

SHEET NO.

DRAWING TITLE:

TOWN:PROJECT  TITLE:

PLAN-5

GENERAL SITE

WPD

JFK/JLD

CP-005

LIMIT OF PAVING

LIMIT OF PAVING

LIMIT OF PAVING
CUT BIT CONC PAVEMENT

MATCH EXIST

STA 47+25.00

LIMIT OF PAVING
STA 15+30.59

F-520

F-521

F-522

F-402

F-403

F-404

F-405

F-400

F-401

F-523

F-524

F-525

F-526

F-518

F-519

F-517

F-516

F-515

F-514F-511

F-510

F-509

F-508

F-507

F-506

F-505

F-504

F-502

F-500

F-503

F-531

F-530

F-529

F-528

F-527

F-501

F-512

F-513

CUT BIT CONC PAVEMENT

MATCH EXIST

STA 47+25

FENCE COORDINATESFENCE COORDINATESFENCE COORDINATES

NOTES:

1. FOR GEOMETRIC LAYOUT OF ACCESS ROADS AND

PAVED DRIVEWAYS, SEE ROADWAY ALIGNMENT

PLANS. 

2. FOR ADDITIONAL INFORMATION, REFER TO

GRADING PLANS AND CIVIL MISCELLANEOUS

DETAILS.

3. FOR UTILITY WORK, SEE UTILITY DRAWINGS.

4. CONTRACTOR SHALL MAINTAIN ACCESS AT ALL

TIMES DURING CONSTRUCTION. FOR FURTHER

INFORMATION REFER TO CONSTRUCTION STAGING

PLANS THAT IDENTIFY TRAVEL PATHS TO BE

MAINTAINED DURING EACH STAGE OF CONSTRUCTION.

5. CONTRACTOR SHALL COORDINATE CONSTRUCTION

OPERATIONS WITH OTHER CONCURRENT

CONSTRUCTION PROJECTS.

6. ALL CURBING SHALL TAPER TO A FLUSH CONDITION

OVER A 2’ DISTANCE WHERE IT DOES NOT MATCH UP

TO EXISTING CURBING OR OTHER VERTICAL SURFACE.

STA 10+50.00

MATCH PAVEMENT

BY OTHERS

(PROJ NO 301-0144)
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NEW HAVEN

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
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HORIZ. SCALE IN FEET

VERT. SCALE IN FEET

0 3 6

0 30 60

102+00 103+00 104+00 105+00 106+00 107+00

LVC = 100.00’

LIMIT OF PAVING

PROPOSED GRADE

APPROX EXISTING GROUND

MATCH EXISTING PAVEMENT

STA 102+20

8" PROCESSED AGGREGATE BASE

10" SUBBASE

4" HMA S0.5"

NOTE: ALL ELEVATIONS DEPICTED REPRESENT PROPOSED GRADE.

25

20

15

10

5

0

RELOCATED BREWERY STREET

25

20

15

10

5

0
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STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
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 REV. DATE REVISION DESCRIPTION SHEET NO. Filename: 20_CPRO_3010088_CP-011.dgnPlotted Date: 3/25/2015

DESIGNER/DRAFTER:

CHECKED BY:

SIGNATURE/

BLOCK:  

PROJECT NO.

DRAWING NO.

SHEET NO.

DRAWING TITLE:

TOWN:PROJECT  TITLE:

HORIZ. SCALE IN FEET

VERT. SCALE IN FEET

0 3 6

0 30 60

107+00 108+00 109+00 110+00 111+00 112+00

LVC = 75.00’

LVC = 80.00’

LVC = 50.00’

PROPOSED GRADE

APPROX EXISTING GROUND

LIMIT OF PAVING

8" PROCESSED AGGREGATE BASE

10" SUBBASE

MATCH EXISTING PAVEMENT

STA 111+60

4" HMA S0.5"

NOTE: ALL ELEVATIONS DEPICTED REPRESENT PROPOSED GRADE.
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NEW HAVEN RAIL YARD

FACILITIES IMPROVEMENTS

NEW HAVEN

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
THE CONDITIONS OF ACTUAL QUANTITIES 
OF WORK WHICH WILL BE REQUIRED.

   

MAINTENANCE OF WAY BUILDING
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VERT. SCALE IN FEET

0 3 6

0 30 60

34+00 35+00 36+00 37+00

LIMIT OF PAVING

LIMIT OF PAVING

MATCH EXISTING PAVEMENT

STA 35+25

LVC =

30.00’

MATCH EXISTING PAVEMENT

STA 36+10

LIMIT OF PAVING

LIMIT OF PAVING

MATCH EXISTING PAVEMENT

STA 35+25

LVC =

30.00’

MATCH EXISTING PAVEMENT

STA 36+10

8" PROCESSED AGGREGATE BASE

10" SUBBASE

4" HMA S0.5"

NOTE: ALL ELEVATIONS DEPICTED REPRESENT PROPOSED GRADE.
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0
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5

0

LONG WHARF STREET
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NEW HAVEN RAIL YARD

FACILITIES IMPROVEMENTS

NEW HAVEN

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
THE CONDITIONS OF ACTUAL QUANTITIES 
OF WORK WHICH WILL BE REQUIRED.
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HORIZ. SCALE IN FEET

VERT. SCALE IN FEET

0 3 6

0 30 60

10+00 11+00 12+00 13+00 14+00 15+00 16+00

LVC = 100.00’

LVC = 100.00’
LVC = 100.00’

LIMIT OF PAVING LIMIT OF PAVING

PROPOSED GRADE

APPROX EXISTING GROUND

10" SUBBASE

6" PROCESSED AGGREGATE BASE

STA 15+30.59MATCH PAVEMENT BY OTHERS

(PROJ NO 301-0144)

STA 10+50

4" HMA S0.5"

NOTE: ALL ELEVATIONS DEPICTED REPRESENT PROPOSED GRADE.
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STR. MH

N 670000 

N 670400 

N 670000 

UI15027

UI9932

CP-4849

24"MAPLE

BRUSH

UI 9955

UI 14214

UI 14215

CONC SLAB

BRUSH

STR. MH

UI 4216

RR SUPPORT
POLE W/GUYS

30 600
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NEW HAVEN RAIL YARD

FACILITIES IMPROVEMENTS

NEW HAVEN

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
THE CONDITIONS OF ACTUAL QUANTITIES 
OF WORK WHICH WILL BE REQUIRED.
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11.43
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7.15

10.90

11.48
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11.95
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FF=16.00

NOTES:

1. PROPOSED CONTOUR INTERVAL = 0.5’.

2. REFER TO ROADWAY PROFILES AND CROSS

SECTIONS FOR ADDITIONAL INFORMATION.

3. CONTRACTOR SHALL RESET GATE VALVES 

WITHIN THE LIMITS OF CONSTRUCTION 

TO FINISHED GRADE. WORK SHALL BE 

COORDINATED WITH RESPECTIVE UTILITY.
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10.810.9

10.910.8

10.9

11.3
11.8

11.8

11.6
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9.6

11.1
10.3

12.2

12.6
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8.18

9.10

11.30

8.40

11.06

11.43

7.30

9.15

8.40

12.00

10.20

11.43

7.80

7.70

7.05
7.15

8.30

8.60

10.90

8.52

11.48

8.30

6.70

6.90

8.60
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7.80
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11.50

7.60

6.80
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10.80
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10.60
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8.70
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8.25
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9.30

9.60
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NOTES:

1. PROPOSED CONTOUR INTERVAL = 0.5’.

2. REFER TO ROADWAY PROFILES AND CROSS

SECTIONS FOR ADDITIONAL INFORMATION.

3. CONTRACTOR SHALL RESET GATE VALVES 

WITHIN THE LIMITS OF CONSTRUCTION 

TO FINISHED GRADE. WORK SHALL BE 

COORDINATED WITH RESPECTIVE UTILITY.
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1. PROPOSED CONTOUR INTERVAL = 0.5’.

2. REFER TO ROADWAY PROFILES AND CROSS

SECTIONS FOR ADDITIONAL INFORMATION.

3. CONTRACTOR SHALL RESET GATE VALVES 

WITHIN THE LIMITS OF CONSTRUCTION 

TO FINISHED GRADE. WORK SHALL BE 

COORDINATED WITH RESPECTIVE UTILITY.
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NOTES:

1. PROPOSED CONTOUR INTERVAL = 0.5’.

2. REFER TO ROADWAY PROFILES AND CROSS

SECTIONS FOR ADDITIONAL INFORMATION.

3. CONTRACTOR SHALL RESET GATE VALVES 

WITHIN THE LIMITS OF CONSTRUCTION 

TO FINISHED GRADE. WORK SHALL BE 

COORDINATED WITH RESPECTIVE UTILITY.
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NEW HAVEN RAIL YARD

FACILITIES IMPROVEMENTS

NEW HAVEN

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
THE CONDITIONS OF ACTUAL QUANTITIES 
OF WORK WHICH WILL BE REQUIRED.

   

MAINTENANCE OF WAY BUILDING
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BLOCK:  
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RELOCATED BREWERY STREET / ACCESS ROAD 80 / ACCESS ROAD 85 RELOCATED BREWERY STREET / ACCESS ROAD 120

} ACCESS ROAD 85

CB-960

TF=7.70

CONVERT "C" CB 

TO "C-L" CB

TF=6.50

CB-963

TF=7.20

} RELOCATED BREWERY STREET

CB-927

TF=8.90

CB-930

TF=9.00

} RELOCATED BREWERY STREET

} ACCESS ROAD 80

BLEND WITH 

EXISTING CURB LINE

CB-924

TF=7.2

BLEND WITH EXISTING 

CATCH BASIN TOP

EXIST CB-550

TF=7.35

EXIST CB-560

TF=8.10

CB-933

TF=9.20

20 400

SCALE IN FEET
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DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
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IN NO WAY WARRANTED TO INDICATE 
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NEW HAVEN RAIL YARD

FACILITIES IMPROVEMENTS

NEW HAVEN

DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
THE CONDITIONS OF ACTUAL QUANTITIES 
OF WORK WHICH WILL BE REQUIRED.

   

MAINTENANCE OF WAY BUILDING
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CHECKED BY:

SIGNATURE/

BLOCK:  

PROJECT NO.
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ENLARGED MOW BUILDING ENTRY

RELOCATED BREWERY STREET / LONG WHARF STREET

MOW BUILDING

FF=16.00

FLAGPOLE

DETECTABLE WARNING STRIP

GENERATOR PAD

FF=16.00

SCALE: 1"=10’

SCALE: 1"=20’

RESET MH (STORM)

TF=6.30

RESET MH (STORM)

TF=5.60

} RELOCATED BREWERY STREET

} LONG WHARF STREET

11.55

11.65

11.65
11.55

11.52

11.55

11.82

11.75
11.85

11.95

12.00

11.40
11.03

11.43
11.06

11.43

FACILITY FLOOR DRAIN 

WATER TANK TF=11.28

CB-921

TF=9.20

CB-918

TF=9.00

MH-945

TF=10.40

PUMP STATION - WET WELL

TF=10.80

PUMP STATION - VALVE CHAMBER

TF=10.80

RAMP - SEE ARCHITECTURAL

DRAWINGS
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PARSONS BRINCKERHOFF
GLASTONBURY, CT

2 DOWELS (5/8" X 20")

AT EACH EXPANSION JOINT

COMPACTED OR UNDISTURBED EARTH

SEE PLANS FOR WIDTH AND LOCATIONS

1’-0"

(TYP.)

2 DOWELS (5/8" X 20")

AT EACH EXPANSION JOINT

COMPACTED OR UNDISTURBED EARTH

LONGITUDINAL SECTION

CROSS SECTION

CONCRETE SIDEWALK
(SEE SITE PLANS FOR LOCATION)

1 1/2 "
4x4-W4.0xW4.0 WWR

CENTER

JOINT SPACED APPROXIMATELY 12’

ALTERNATE EXPANSION AND CONSTRUCTION JOINT

 1/8 " x 1" JOINT SEALANT AND 

 1/8 " x 1" SAW CUT CONSTRUCTION

JOINT SPACING EVERY 6’

4x4-W4.0xW4.0

WWR CENTER

CLASS "F"

CONCRETE

6
"

8
"

CLASS "F" CONCRETE

6
"

8
"

(TYP)

 1/2 " x 1" JOINT SEALANT AND

ALTERNATE  1/2 " PREFORMED

EXPANSION JOINT FILLER AND

CONTRACTION JOINT

CM-001

JFK/JLD

WPD

CIVIL

MISCELLANEOUS DETAILS

10" SUBBASE

APPROXIMATE SLOPE LIMIT

(SEE GENERAL SITE PLANS

FOR LIMITS)

APPROXIMATE SLOPE LIMIT

(SEE GENERAL SITE PLANS

FOR LIMITS)

8" PROCESSED

AGGREGATE BASE

LB

3.125% 3.125%

4" TOPSOIL WITH TURF

ESTABLISHMENT

15’-0" (SEE NOTE 1) 15’-0" (SEE NOTE 1)

4" TOPSOIL WITH TURF

ESTABLISHMENT

10" SUBBASE

8" PROCESSED

AGGREGATE BASE

GRANITE STONE CURBING

GRANITE STONE CURBING

10’-0"

LB

3.125% 3.125%

15’-0" (SEE NOTE 1) 15’-0" (SEE NOTE 1)

CONCRETE

SIDEWALK

8" STONE BALLAST

RELOCATED BREWERY STREET

RELOCATED BREWERY STREET

STA 102+20 TO STA 103+50

STA 103+50 TO STA 111+60

8" STONE BALLAST OR

4" TOPSOIL WITH TURF

ESTABLISHMENT - SEE

PLANS FOR LOCATIONS

VARIES

1.5% (SEE NOTE 2)

(SEE SITE PLANS FOR LOCATION)

10" SUBBASE

VARIES - SEE PLANS FOR WIDTH

SEE NOTE 3

APPROX SLOPE LIMIT

(SEE GENERAL SITE

PLANS FOR LIMITS)

APPROX SLOPE LIMIT

(SEE GENERAL SITE

PLANS FOR LIMITS)

6" PROCESSED

AGGREGATE BASE

8" STONE

BALLAST

8" STONE

BALLAST

ACCESS ROADS, DRIVEWAYS, PARKING AREA

AND UNPAVED STORAGE NOTES

UNPAVED STORAGE

NOTES:

1. TYPICAL ROADWAY WIDTHS DEPICTED, REFER TO PLANS FOR

ACTUAL WIDTHS.

  

2. ALL LATERAL STEPS SHOWN BETWEEN DIFFERENT COURSES

SHALL BE 6" IN WIDTH.

3. REFER TO CROSS SECTIONS AND GRADING PLANS FOR

ADDITIONAL INFORMATION.

COMPACTED GRANULAR FILL

COMPACTED GRANULAR FILL

NOTES:

1.   ALL SIDEWALK SURFACES SHALL BE LIGHTLY BROOMED PERPENDICULAR

TO THE LONGITUDINAL DIRECTION OR AS DIRECTED BY THE ENGINEER.

THE OUTSIDE EDGES OF THE SLAB AND ALL JOINTS SHALL BE EDGED

WITH A  1/4 "  RADIUS EDGING TOOL BEFORE AND AFTER APPLYING

THE BROOM FINISH.

2. THE SIDEWALK SHALL SLOPE TOWARD THE ADJACENT ROAD.  IF NO

ADJACENT ROAD IS PRESENT, THE SIDEWALK SLOPE DIRECTION SHALL

BE AS SHOWN ON THE PLANS OR AS DIRECTED BY THE ENGINEER.

3. WHERE CONCRETE CURB AND CONCRETE SIDEWALK ARE CONSTRUCTED 

ADJACENT USE  1/2 " x 1" JOINT SEALANT AND ALTERNATE  1/2 " 

PREFORMED EXPANSION JOINT FILLER AND CONTRACTION JOINT 

BETWEEN CONCRETE SIDEWALK AND CONCRETE CURB.

4" HMA S0.5" (PLACED

IN TWO EQUAL LIFTS)

4" HMA S0.5" (PLACED

IN TWO EQUAL LIFTS)

LB

10" SUBBASE

SEE NOTE 3 SEE NOTE 3

VARIES (SEE NOTE 1)

APPROXIMATE SLOPE LIMIT

(SEE GENERAL SITE PLANS

FOR LIMITS)

APPROXIMATE SLOPE LIMIT

(SEE GENERAL SITE PLANS

FOR LIMITS)

(SEE SITE PLANS FOR LOCATION)

PAVED ACCESS ROAD / DRIVEWAY

8" STONE

BALLAST

6" PROCESSED

AGGREGATE BASE

8" STONE

BALLAST

4" HMA S0.5" (PLACED

IN TWO EQUAL LIFTS)

10" SUBBASE

SEE NOTE 3 SEE NOTE 3

VARIES (SEE NOTE 1)

APPROXIMATE SLOPE LIMIT

(SEE GENERAL SITE PLANS

FOR LIMITS)

APPROXIMATE SLOPE LIMIT

(SEE GENERAL SITE PLANS

FOR LIMITS)

8" PROCESSED

AGGREGATE BASE

CONCRETE CURBING

(SEE SITE PLANS FOR LOCATION)

CONCRETE CURBING

LONG WHARF STREET

4" TOPSOIL WITH TURF

ESTABLISHMENT

VARIES (SEE NOTE 1)

LB

8" STONE BALLAST

CONCRETE

SIDEWALK

5’-0" (TYP)

4" HMA S0.5" (PLACED 

IN TWO EQUAL LIFTS)

1. ROADWAY WIDTHS VARY, REFER TO PLANS FOR ACTUAL

WIDTHS.  TYPICAL WIDTHS ARE SHOWN BELOW:

ACCESS ROAD 10 - 24’

ACCESS ROAD 20 - 126’

ACCESS ROAD 40 - VARIES

ACCESS ROAD 44 - 24’

ACCESS ROAD 55 - 26’

ACCESS ROAD 60 - VARIES

ACCESS ROAD 65 - VARIES

ACCESS ROAD 70 - 63’

ACCESS ROAD 75 - VARIES

ACCESS ROAD 78 - VARIES

ACCESS ROAD 80 - 33’

ACCESS ROAD 85 - VARIES

ACCESS ROAD 120 - 30’

ACCESS ROAD 125 - VARIES

2. ALL LATERAL STEPS SHOWN BETWEEN DIFFERENT COURSES

SHALL BE 6" IN WIDTH.

3. FOR CROSS SLOPES, REFER TO ACCESS ROAD CROSS SECTIONS

SECTIONS AND/OR GRADING PLANS.

NOT TO SCALE

301-0124
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PARSONS BRINCKERHOFF
GLASTONBURY, CT

1
8
.5

’

45^

2
’ 

(T
Y

P
)

THIS LINE NOT REQUIRED

IF LOCATED AT CURB

31-0629

PARKING

VIOLATORS WILL

BE FINED MIN $150

HANDICAPPED

PERMIT REQUIRED

4" WHITE EPOXY RESIN

PAVEMENT MARKINGS

2
’ 

S
E

E
 N

O
T

E
 2

28.5" 28.5"63" 1
2

"
7

2
"

4" WHITE EPOXY RESIN

INTERNATIONAL SYMBOL

OF ACCESSIBILITY

(TYP)

8’ 8’ 10’ 5’

CM-002

JFK/JLD

WPD

CIVIL

MISCELLANEOUS DETAILS

16.5" 63" 16.5"

PARKING

VIOLATORS WILL

BE FINED MIN $150

HANDICAPPED

PERMIT REQUIRED

ACCESSIBLE

VAN

31-0629

31-0648

TYPICAL HANDICAP PARKING STALL DETAIL

PAVEMENT MATCH

24"
SEE NOTE 2

EXIST BITUMINOUS

PAVEMENT

SAWCUT, CLEAN AND APPLY TACK COAT

PAVEMENT REPAIR

TRENCH LIMIT

(SEE NOTE 1)

UNDISTURBED PAVEMENT

10" SUBBASE

PAYMENT LIMIT FOR PAVEMENT REPAIR

SAWCUT CLEAN AND APPLY

TACK COAT (TYP)

1’-4" 1’-4"

NOTES:

1.   THIS DETAIL IS TO BE USED AT ALL PAVEMENT TIE-INS WHERE

"MATCH EXIST" IS CALLED FOR ON THE PLANS.

2. OVERLAP HMA S0.5" OVER EXIST MILLED PAVEMENT.

3. PAVEMENT MATCH TREATMENT WILL BE INCIDENTAL TO THE WORK.

4" HMA S0.5" (PLACED

IN TWO EQUAL LIFTS)

PAVEMENT REPAIR NOTES:

1. THE LIMIT OF THE TRENCH SHALL BE AS SHOWN IN TRENCH EXCAVATION DETAILS

FOR EACH RESPECTIVE UTILITY OR AS DIRECTED BY THE ENGINEER.

2. THE CONTRACTOR SHALL SAWCUT ALL EXISTING PAVEMENT AT THE LIMITS OF

PAVEMENT REPAIR UNLESS OTHERWISE DIRECTED BY THE ENGINEER.

3. SAWCUTTING, REMOVAL OF EXISTING PAVEMENT FROM TRENCH LIMITS TO LIMITS

OF PAVEMENT REPAIR, HMA, PROCESSED AGGREGATE AND SUBBASE SHALL

BE PAID FOR AT THE CONTRACT UNIT PRICE FOR EACH RESPECTIVE ITEM.  THE

CLEANING AND APPLICATION OF TACK COAT TO THE EXISTING PAVEMENT SURFACES

SHALL BE CONSIDERED INCIDENTAL TO THE WORK AND NOT MEASURED FOR PAYMENT. 

4. IN UTILITY TRENCHES WHERE ADEQUATE DEPTH IS NOT AVAILABLE TO CONSTRUCT

PAVEMENT REPAIR SECTION AS SHOWN, REDUCE SUBBASE AS NECESSARY.

8" PROCESSED AGGREGATE BASE (RELOCATED BREWERY AND 

LONG WHARF STREET)

6" PROCESSED AGGREGATE BASE (ALL OTHER ROADS)

NOTES:

1. FOR SIGN DETAILS SEE SIGNING AND PAVEMENT 

MARKING PLANS.

2. LOCATE SIGN 1’ FROM THE BACK OF WALK WHEN

SIDEWALK IS ADJACENT TO PARKING STALL.

3. FOR LOCATIONS AND CONFIGURATIONS OF HANDICAP

PARKING SEE SIGNING AND PAVEMENT MARKING PLANS.

2" HMA S0.5

(TOP LIFT)

WIDTH

L
E

N
G

T
H

THIS LINE NOT REQUIRED IF

LOCATED AT CURB/BARRIER

4" WHITE EPOXY RESIN

PAVEMENT MARKINGS

(SEE NOTE 2)

TYPICAL PARKING STALL DETAIL

NOTES:

1. REFER TO SIGNING AND PAVEMENT MARKING

PLANS FOR LOCATIONS AND STALL TYPE. 

2. PAVEMENT MARKINGS NOT REQUIRED AT

UNPAVED PARKING AREAS.

TYPE WIDTH LENGTH

PARKING STALLS

STANDARD

FLEET

LARGE FLEET

9’

10’

12’

18.5’

20’

30’

NOT TO SCALE

301-0124
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PARSONS BRINCKERHOFF
GLASTONBURY, CT

DESCRIPTION LOCATION LENGTH WIDTH

REINFORCED CONCRETE SLABS ON GRADE LAYOUT

19’-7" 8’-0"

41’-0" 10’-0"

SLAB CORNER COORDINATES

28’-0" 14’-0"

1
’-

0
"

1" CHAMFER

(TYP)
#5 @ 12"

1 
1/

2 
" 

C
L

R

3
" 

C
L

R

12" COMPACTED

GRANULAR FILL

SEE NOTE 4

#
5

 @
 1

2
" 

T
O

P
 &

 B
O

T
T

O
M

1 1/2 " CLR

#5 @ 12" TOP & BOTTOM

A

A

FINISHED

GRADE

CLASS "F" CONCRETE

2
"

(T
Y

P
)

LENGTH

W
ID

T
H

CM-003

JFK/JLD

WPD

CIVIL

MISCELLANEOUS DETAILS

10GA COVER PLATE

FOR SURFACE MOUNT

OPTION ONLY

37 1/2 "

1
"
 (

1
2

5
-2

0
/S

-1
)

2
"
 (

1
2

5
-2

0
/S

-2
)

R 6 1/4 "

3
4

 1
/4

 "
 (

1
2

5
-2

0
/S

-1
)

3
5

 1
/4

 "
 (

1
2

5
-2

0
/S

-2
)

 3/8 " X 6" DIA

STL PLATE

S-2 SURFACE MOUNT

(SEE NOTES)

PLASTIC PLUG

3 

1  

5 

4 

HAZARDOUS MATERIAL STORAGE

CYLINDER STORAGE

12+61 LT

AR 10

12+24 LT

AR 10

FINISH OPTIONS:

1. BIKE RACK TO BE HOT DIPPED GALVANIZED

(VISIBLE VENT HOLES).

(S-2 OPTION)

(S-2 OPTION)

(S-2 OPTION)

ITEM

1

3

4

5

QTY

2

1

2

2

PART NO

0-125-04

0-125-20/S-2

0-83-00-03

1-12-102

DESCRIPTION

10 GA X 8" DIA STL COVER W/ 3 1/8 " DIA HOLE

2-PEAK LOOP BIKE RACK FOR SURF MT

 3/8 " THK SURFACE MOUNT PLATE

 5/8 " X 1 1/2 " SS FLT SKT HD CAP SCR

S-2 SURFACE MOUNT

N 670297.79

E 952917.94

N 670304.46

E 952880.44

N 670301.08

E 952894.02

N 670295.37

E 952927.64

N 670255.59

E 952917.75

N 670273.91

E 952887.27

N 670277.28

E 952873.68

N 670258.00

E 952908.05

SITE BICYCLE RACK

REINFORCED CONCRETE SLAB ON GRADE

31’-2" 12’-0"WASTE CONTAINERS
67+73 RT

AR 65

N 668586.66

E 952928.61

N 668593.34

E 952933.46

N 668586.92

E 952949.48

N 668579.49

E 952946.50

N 668739.55

E 952983.13

N 668746.08

E 952993.20

N 668729.09

E 953004.21

N 668713.39

E 953000.08

SECTION A-A

HAZARDOUS WASTE STORAGE
66+32 LT/RT

AR 65

 5/8 " X 1 1/2 "

STAINLESS STEEL

FLAT SKT HD CAP

SCR

4 1/2 " DIA ANCHOR CIRCLE

8 1/8 " DIA

INSTALLATION FOR SURFACE MOUNT

STEP 1:

USE 1 - PC BIKE LOOP, SURFACE MOUNT (3)

2 - PCS 3/8 " THK SURFACE MOUNT PLATE (4)

2 - PCS 10 GA X 8" DIA ANCHOR PLATE COVER (1)

2 - PCS 5/8 " X 1 1/2 " SS FLT SKT HD CAP SCREW (5)

SLIDE 10 GA X 8" DIA ANCHOR COVER (1) OVER BIKE LOOP,

SURFACE MOUNT (3) LEGS. ATTACH 3/8 " THK SURFACE

MOUNT PLATE (4) TO BIKE LOOP, SURFACE MOUNT (3)

USING HARDWARE (5).

STEP 2:

ANCHOR ACCORDINGLY.

INSTALLATION FOR PLASTIC PLUG

HOT-DIPPED GALV ONLY

INSERT PLASTIC PLUG INTO HOLE

ON TOP OF EACH LOOP

ASSEMBLY

HOT-DIPPED GALV BIKE RACK ONLY

REINFORCED SLAB ON GRADE NOTES:

1. ALL CONCRETE SHALL HAVE A MINIMUM 28 DAY COMPRESSIVE

STRENGTH OF f’c = 4000 PSI.

2. ALL CONCRETE SHALL BE CLASSIFIED AS NORMAL WEIGHT,

EXCEPT AS NOTED, WITH A UNIT WEIGHT OF 145 PCF.

3. STEEL REINFORCEMENT SHALL CONSIST OF DEFORMED BARS

CONFORMING TO ASTM 615, GRADE 60 WITH A YIELD STRENGTH

OF Fy = 60,000 PSI.

4.  1/8 "x1" JOINT SEALANT AND  1/8 "x1" SAWCUT CONSTRUCTION

JOINT. SPACING EVERY 6’ MAX (EQUALLY SPACED).

5. CONFIRM SIZE OF PAD MOUNTED EQUIPMENT AND SLAB

PENETRATION REQUIREMENTS WITH MANUFACTURER PRIOR

TO CONSTRUCTION OF CONCRETE PADS. THE CONTRACTOR SHALL

SUBMIT A PLAN TO THE ENGINEER FOR APPROVAL DETAILING

CONCRETE PAD SIZE AND EQUIPMENT LAYOUT FOR EACH LOCATION.

6. REFER TO GRADING PLANS FOR TOP OF SLAB ELEVATIONS.

2 1/2 " SCH 40 STL PIPE

(2 7/8 " OD)

NOTES:

1.  1/2 " X 3 3/4 " EXPANSION ANCHOR BOLTS PROVIDED

FOR OPTION S-2.

2. PLUGS PROVIDED FOR VISIBLE VENT HOLES. (HOT

DIPPED GALV ONLY)

3. BICYCLE RACK SHALL BE GROUNDED TO BUILDING GROUNDING

SYSTEM. CONTRACTOR TO SUBMIT CONNECTION PLAN FOR

REVIEW AND APPROVAL.

NOT TO SCALE

301-0124
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PARSONS BRINCKERHOFF
GLASTONBURY, CT

CM-004

JFK/JLD

WPD

CIVIL

MISCELLANEOUS DETAILS

 

X

X

X

X

X

XX

X

X

X

X

XXXXX

X

X

X

X

X X

XX

XXXXX

X X X X

XXXX

X

X

XXXX

X X X X

XXXX

X

X

XX

X

X

FABRIC

TENSION BAR

CARRIAGE BOLT

FABRIC
TENSION BAND

PULL POST

LINE POST

LINE POST

TRUSS ROD

TRUSS ROD

STEEL POST SCHEDULE

USE AND SECTION
MINIMUM OUTSIDE DIMENSIONS (NOMINAL)

1
 1

/2
 "

 (
T

Y
P

)

FABRIC WIDTH 84" TO 96" FABRIC WIDTH 108" AND OVER

TENSION WIRE

TRUSS ROD AND BAND

TENSION BAND DETAIL

END OR GATE POST DETAIL

TOP OR BRACE RAIL ATTACHMENT

BRACE PANEL DETAIL

LINE POST ATTACHMENTS

ROUND POST

TENSION BAR TO ENGAGE 

EACH FABRIC LINK

TENSION

WIRE

BRACE

RAILS

BRACE

RAILS

10’-0" MAX 10’-0" MAX

ROUND POST

CORNER, END & PULL POSTS

TUBULAR - ROUND

LINE POSTS

TUBULAR - ROUND

TOP, BOTTOM & BRACE RAILS

TUBULAR - ROUND

TOP RAIL 

9-GAGE STEEL TIE

WIRE (15" OC MAX

AND WITHIN 4" FROM

TOP AND BOTTOM 

 OF FABRIC)

9-GAGE STEEL TIE WIRES

(2’-0" OC MAX) 

TENSION BAND

(15" OC MAX AND WITHIN 4" FROM

TOP AND BOTTOM OF FABRIC)

CLASS "C" 

CONCRETE BASE TRUSS ROD

(3/8" MIN DIA)

2.875" OD

2.375" OD

1.66" OD

4.00" OD

2.875" OD

1.66" OD

TRUSS ROD

(3/8" MIN DIA)

FASTENING DETAILS

XXXXX

X

X

X

X

X

X

X

X

X

X

XXXXX

X

X

X

X

X

X

X

X

X

X

XXXXX

X X X X X

XXXXX

XXX

X

X

X X X

XXXX

XXXX

X X X X

XXXX

XXXX

X X X X

XXXX

XXXXX

X X X X X

XXXXX

XXX

X X X

XXX

F
A

B
R

IC
 W

ID
T

HBRACE RAIL

LINE POST

LINE POST

TENSION WIRE

2
"

1’-0"

CORNER, END,

OR PULL POST

TIE WIRES 

OR CLIPS

(TYP)

TIE WIRES OR 

HOG RINGS

(TYP)

BOTTOM

OF FABRIC
6

"

6
"

10’-0" MAXIMUM

CHAIN LINK SECURITY FENCE DETAIL

10’-0" MAXIMUM

LINE POSTS TO BE EQUALLY SPACED

16" MIN DIA

1 1/2 " MIN

2 1/2 " MAX

BARBED WIRE

(WHEN SPECIFIED)

TOP RAIL 

3
’-

4
" 

M
IN

(S
E

E
 N

O
T

E
 3

)

CLASS "C" CONCRETE BASE

3
’-

4
" 

M
IN

(S
E

E
 N

O
T

E
 3

) FINISHED 

GRADE

10" MIN DIA

TRUSS ROD

(3/8" MIN DIA)

CHAIN LINK FABRIC

(9 GAGE, 2" MESH)

BARBED WIRE

EXTENSION ARM

X

X

XX

HOG RINGS (TYP)

1’
-6

" 6"
 (T

Y
P)

LINE POST

 3/8 " PLAIN PIN

RIVETED FLUSH (TYP)

1
’-

0
"

1’-0"

SECURE

SIDE

UNSECURE

SIDE

90^

45^

SET EXTENSION ARM

AT 90^ FOR GATE

SECTIONS ONLY

EXTENSION ARM DETAILS

CORNER POST

 3/8 " PLAIN PIN

RIVETED FLUSH (TYP)

35^

1
’-

0
"

SECURE

SIDE

UNSECURE

SIDE

7.5
" (

TY
P)

1’-
10"

LOCK PIN (TYP)

BARBED WIRE

(TYP)

1
0
’-

0
"

 

NOTES:

1. WIRE TIES, RAILS, POSTS, AND BRACES SHALL BE CONSTRUCTED ON 

  THE SECURE SIDE OF THE FENCE ALIGNMENT. CHAIN-LINK FABRIC 

  SHALL BE PLACED ON THE SIDE OPPOSITE THE SECURE AREA.

2. REFER TO CM-005 FOR GROUNDING DETAILS AND GENERAL FENCE &

GATE NOTES.

3. THE 3’-4" MINIMUM DEPTH OF CONCRETE AROUND EACH FENCE

POST SHALL BE MEASURED FROM THE BOTTOM OF THE STONE

BALLAST WHEN PRESENT.

4. BRACE PANEL SHALL BE PROVIDED WHEREVER STRAIGHT RUN

EXCEEDS 500 FEET.

NOT TO SCALE

301-0124
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PARSONS BRINCKERHOFF
GLASTONBURY, CT

CM-005

JFK/JLD

WPD

CIVIL

MISCELLANEOUS DETAILS

CAP
LOCKING LATCH

MECHANISM

ROD GUIDE

BRACE RAILS

1 1/2 " OD (TYP)

2
"

CLEAR OPENING (SEE PLANS FOR DIMENSIONS)

METAL SLEEVE

(1 1/2 " x 4"

STD PIPE)

2
’-

0
"

12" DIA

CHAIN LINK DOUBLE GATE

GATE POST (TYP)

SEE DETAIL "A"
SEE DETAIL "A"

BARBED WIRE (WHEN SPECIFIED)

(TYP)

CHAIN LINK FABRIC

(9 GAGE, 2" MESH)

1" DIA

DROP ROD

 3/8 " DIA

TRUSS ROD

4
’-

0
"

16" MIN

FENCE POST

GATE HINGE

REMOVABLE FENCE PANEL

OR GATE

#2/0 COPPER CABLE

TO GROUND LOOP

TOP RAIL

GROUND CONNECTOR CABLES

TO PIPE
#2/0 BARE COPPER WIRE

FENCE POST

#2/0 COPPER CABLE

TO GROUND LOOP

GROUND CONNECTOR FOR (2)

CABLES TO PIPE

DETAIL A

TYPICAL GROUNDING OF FENCE PANELS AND GATE

DETAIL B

TYPICAL FENCE POST GROUNDING

GROUND CONNECTOR FOR (2)

CABLES TO PIPE

EXTENSION ARM (WHEN SPECIFIED)

BARBED WIRE (WHEN SPECIFIED)

FINISHED GRADE

FINISHED GRADE

PLAN

FENCE GROUNDING DETAILS

TYPICAL FENCE

POST GROUNDING

SEE DETAIL B

#4/0 WIRE BURIED

1’ BELOW

FINISHED GRADE

(2) 2"x 1/4 "x4" COPPER

PLATES FOR CONNECTION

TO FENCE

GROUND CONNECTOR

FOR (2) CABLES TO PIPE

EXTENSION ARM

(WHEN SPECIFIED)

BARBED WIRE

(WHEN SPECIFIED)

GROUND CONNECTOR

CABLE TO PIPE

GROUND CONNECTOR

FLEXIBLE COPPER

BRAID TO PIPE

FLEXIBLE

COPPER BRAID

TYPICAL GATE

POST GROUNDING

SEE DETAIL A

1
0

’-
0

"

XX

X X

XX

XXXXX

X X X X X

XXXXX

XXX

X X X

XXX

PULL POST

X X

XX

X X

X X X X X

XXXXX

X X X X X

X X X

XXX

X X X

CHAIN LINK FENCE TRANSITION DETAIL

F
A

B
R

IC
 W

ID
T

H

1’-0"

F
A

B
R

IC
 W

ID
T

H

1’-0"

2"

NOTES:

1. FOR DETAILS AND DIMENSIONS NOT SHOWN, SEE DWG NO CM-004.

2. STEP FENCE AS INDICATED. REFER TO DWG NO S14-501 FOR

ADDITIONAL INFORMATION.

NOTES:

1. EVERY OTHER FENCE POST TO BE GROUNDED IN ACCORDANCE

WITH DETAIL B.

2. ALL GROUND CABLE TAPS FROM GRID TO EQUIPMENT, FENCE

STRUCTURES, ETC, SHALL BE #2/0 AWG BARE, STRAND COPPER

CABLE AND ALL GROUND CABLES ON STRUCTURES SHALL BE

COPPER UNLESS OTHERWISE NOTED.  CONNECTIONS FOR COPPER

CABLE TO ALUMINUM SHALL BE BI-METAL OR TINNED COPPER

WHEN REQUIRED.

NOTES:

1. FOR DETAILS AND DIMENSIONS NOT SHOWN, SEE DWG NO CM-004.

2. MATERIAL FOR THIS WORK SHALL CONFORM TO SECTION 32 31 13

OF THE PROJECT SPECIFICATIONS.

3. CONTRACTOR SHALL PROVIDE HINGE STOPS ON ALL GATES ADJACENT

TO ROADWAYS OR AS DIRECTED BY THE ENGINEER. 

GENERAL FENCE AND GATE NOTES:

1. ALL CHAIN LINK FENCE AND CHAIN LINK FENCE GATES ALONG 

THE PERIMETER OF THE RAIL YARD AND ENCLOSING THE MOW 

SHALL INCLUDE 3 STRANDS OF BARBED WIRE ON TOP. ALL

REMAINING CHAIN LINK FENCE AND CHAIN LINK GATES WITHIN

THE MOW STORAGE AREA SHALL NOT INCLUDE BARBED WIRE ON

TOP.

2. ALL TEMPORARY FENCE SHALL BE 8’ HIGH, STANCHION

SUPPORTED, AND SHALL NOT INCLUDE BARBED WIRE NOR

GROUNDING SYSTEM. ALL TEMPORARY GATES SHALL BE

SUPPORTED BY DRIVEN POSTS. REFER TO SPECIFICATION

SECTION 32 31 13 FOR ADDITIONAL REQUIREMENTS FOR

TEMPORARY FENCING.

NOT TO SCALE

301-0124
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PARSONS BRINCKERHOFF
GLASTONBURY, CT

CM-006

JFK/JLD

WPD

CIVIL

MISCELLANEOUS DETAILS

 

HYDRAULIC

OPERATOR

CONCRETE PAD

8 (BELOW)778 (BELOW)

9

A = CLEAR OPENING B = POST SPACING C/C

C = OVERALL GATE LENGTH

BARBED WIRE AND ARMS

D = COUNTERBALANCE LENGTH

E
 =

 G
A

T
E

 H
E

IG
H

T

F
 =

 P
O

S
T

 H
E

IG
H

T

9

DRIVE RAIL

7

7

8

HYDRAULIC

OPERATOR

CONCRETE PAD

8

FABRIC

GRADE

ELEVATION

PLAN VIEW

4" O.D. POST

WHEEL COVER

GUIDE WHEEL

BOTTOM GUIDE

BRACKET

W4 TRUCK

HANGAR BRACKET

CATCHER

COMPANION

4" O.D. POSTGATE HANGAR ASSEMBLY
7

8
BOTTOM GUIDE 9

CATCH ASSEMBLY

ASSEMBLY SECTION

7

FABRIC

VERTICAL

PRIMARY

HYDRAULIC

OPERATOR

DRIVE

RAIL

8

5
"

9 1/2 "

2 1/2 "

MARK DIM.DESCRIPTION FORMULA

CRITICAL DIMENSION CHART

A

B

C

D

E

F

G

-

-

-

-

-

-

-

CLEAR OPENING

COUNTERBALANCE POST SPACING C/C

OVERALL GATE LENGTH

COUNTERBALANCE LENGTH

NOMINAL GATE HEIGHT

POST HEIGHT (W/BARB ARMS)

FABRIC HEIGHT

A

(A/2)-11"

Ax1.5

Ax0.5

E

E+1’-6"

E-1’-0"

CHAIN LINK CANTILEVER SLIDING GATE

NOTES:

1. REFER TO CM-005 FOR GROUNDING DETAILS.

2. GROUNDING OF SLIDING GATE SHALL BE PER MANUFACTURER’S

RECCOMENDED INSTALLATION GUIDELINES.

NOT TO SCALE
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PARSONS BRINCKERHOFF
GLASTONBURY, CT

CM-007

JFK/JLD

WPD

CIVIL

MISCELLANEOUS DETAILS

4’ CHAIN LINK EGRESS GATE

4

5

7

8

9

2

1

6

CONCRETE FOOTING (SIZE AND

DEPTH AS RECOMMENDED BY

MANUFACTURER)

7
’-

4
"

3
’-

4
"

3
’-

0
"

1
’-

0
"

VARIES

VARIES

1’-6"

SWING GATE ELEVATION

HINGE DETAIL

DOOR JAMB

DOOR FRAME

1 1/2 "x1 1/2 "x1/4"

STEEL ANGLE

HEAVY DUTY

HINGE

DOOR JAMB

DOOR JAMB

LOCK TANG

GATE FRAME

LOCK CYLINDER

ELECTROMECHANICAL LOCK

4’-0"

COMPONENTS

MARK DESCRIPTION NOTES

1

2

3

4

1

6

7

8

9

DOOR JAMB (4"x4" STEEL TUBE)

DOOR FRAME (2"x2" STEEL TUBE)

C3x4.1 CHANNEL

3"x3"x3/16" STEEL ANGLE

ELECTROMECHANICAL LOCK

HEAVY DUTY HINGE

DOOR POSITION SWITCH

DOOR CLOSER

FABRIC

BELOW GRADE

2 REQUIRED

X X X

X X X

X X X

XXXXX XXX

XXXXX XXX

XXXXX XXX

2
"

1
’-

0
"

1
0

’-
0

"

BARBED WIRE

9 (SEE NOTE 2)

NOTES:

1. ALL FITTINGS STANDARDLY PROVIDED FOR 4" O.D. POSTS.

2. FENCING AND BARBED WIRE ABOVE GATE SHALL BE INCLUDED

IN THE COST OF THE CHAIN LINK EGRESS GATE.

3. REFER TO CM-005 FOR GROUNDING DETAILS.

NOT TO SCALE
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PARSONS BRINCKERHOFF
GLASTONBURY, CT

CM-008

JFK/JLD

WPD

CIVIL

MISCELLANEOUS DETAILS

11’ REACH

GROUND-ROD

CLAMP

GROUND

WIRE

CONDUIT

CONNECTION

CONDUIT

CONNECTION

 1/2 " X 8"

GROUND

ROD

INSTALLATION DIAGRAM

1/2-13 THD X 12" LONG

GALVANIZED J-BOLTS

4 PLC’S

18" DIA SONOTUBE (REMOVE

ABOVE GROUND LEVEL

AFTER CASTING)

BACKFILL

10"

5
"

3" MIN.

3
"

1
8
" 

F
IN

IS
H

G
R

A
D

E
 L

E
V

E
L

6
0
"

1
2
"

6
"

7
’

UNDERGROUND CONDUIT CONNECTION

ELECTRIC VEHICLE CHARGER - PLAN

ELECTRIC VEHICLE CHARGER

RECEPTACLE

ON VEHICLE

SIDE

RECEPTACLE

ON VEHICLE

FRONT

INSTALLATION DIAGRAM

18" DIA. PILE

(WHEN REQUIRED)

J1772 CONNECTOR

FRONT ELEVATION LEFT-SIDE ELEVATION

7"22"

9
’-

1
0

"

4
8
" 

 (
A

D
A

 H
E

IG
H

T
)

CABLE

AUTOMATICALLY

FEEDS TO

ADA HEIGHT

CAST-IN-PLACE CONCRETE PEDESTAL

 1/2 "-13 X 12" LONG

GALVANIZED J-BOLTS

4 PLC’S

FINISHED GRADE

1
8

"

STEEL BOLLARD (2-TYP)

(3’ OFFSET FROM FRONT 

OF CHARGER TO BACK 

EDGE OF BOLLARD)

2" MIN. (TYP)

2" PVC CONDUIT

5"

DUAL

CURBSIDE

EVSE

2" SCHEDULE 40 CONDUIT

(QTY 4) 1/2 " GALVANIZED

J-BOLTS

#8 COPPER GROUND WIRE

(12" EXPOSED BOTH ENDS)

NOTE:

STEEL REINFORCING SHALL BE PROVIDED WITHIN THE PEDESTAL

AS REQUIRED BY CHARGER MANUFACTURER.

NOT TO SCALE

301-0124

 

NEW HAVEN RAIL YARD

FACILITIES IMPROVEMENTS
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PARSONS BRINCKERHOFF
GLASTONBURY, CT

CM-009

JFK/JLD

WPD

CIVIL

MISCELLANEOUS DETAILS

ELECTRIC VEHICLE CHARGER - PRECAST CONCRETE FOUNDATION

2
’-

6
"

6
"

3
’-

0
"

ROUNDED CONCRETE CAP

FINISHED GRADE

COMPACTED SUBGRADE

COMPACTED GRANULAR FILL

CLASS "C" CONCRETE FILL

24" DIA CLASS "C"

CONCRETE ENCASEMENT

SITE BOLLARD

7
’-

0
"

FINISHED GRADE

SITE BOLLARD WITH SIGN POST

7"

J1772 CONNECTOR

LEFT-SIDE ELEVATIONFRONT ELEVATION

4
8
" 

 (
A

D
A

 H
E

IG
H

T
)

9
’-

1
0

"

CABLE

AUTOMATICALLY

FEEDS TO

ADA HEIGHT

22"

 PRE-CAST CONCRETE PEDESTAL

INSTALLATION DIAGRAM

COPPER GROUND WIRE

COPPER WIRE

GROUND-ROD CLAMP

CONDUIT

CONNECTION

BACKFILL

1
8
" 

F
IN

IS
H

G
R

A
D

E
 L

E
V

E
L

1
2
"

7
’

CONDUIT

CONNECTION

 1/2 " DIA. X

8’ LONG COPPER

GROUND ROD

UNDERGROUND CONDUIT CONNECTION

1/2-13 THD

X 12" LONG

GALVANIZED

J-BOLTS

4 PLC’S

#8 COPPER

GROUND WIRE

(12" EXPOSED

BOTH ENDS)

INSTALLATION DIAGRAM

10"

5
"

16"

3
"

9"

1
8
" 

F
IN

IS
H

G
R

A
D

E
 L

E
V

E
L

6
0
"

6
"

24" 15"

PRECAST CONCRETE PEDESTAL

2" PVC CONDUIT

GALVANIZED 

SIGN POST

6" ID SCHEDULE 40 GALVANIZED 

STEEL PIPE FILLED WITH 

CONCRETE (SEE NOTE)

SIGN AS SPECIFIED

ON PLANS

BOLLARD, REFER 

TO SITE BOLLARD

FOR CONSTRUCTION

REQUIREMENTS

NOTE:

STEEL REINFORCING SHALL BE PROVIDED WITHIN THE PEDESTAL AS REQUIRED BY CHARGER MANUFACTURER.

4 HARDWOOD WEDGES DRY SAND TAMPED IN 

PLACE AFTER PLUBING

16 GAUGE CURRAGATE 

GALVANIZED STEEL 

FOUNDATION TUBE

STEEL BASE PLATE

SEALANT

SPUN ALUMINUM

FLASH COLLAR

TYPICAL FLAGPOLE FOUNDATION

FLAGPOLE

FINISH GRADE

CLASS "C" CONCRETE

ENCASEMENT

4 STEEL WEDGES WELDED

TO SLEEVE EACH AT 90^

TO CENTER POLE

STEEL SUPPORT PLATE

6" SQUARE

 3/4 "~ STEEL LIGHTNING

GROUND SPIKE WELDED TO

SLEEVE

NOTE:

REFER TO SPECIFICATION SECTION 10 75 00 FOR ADDITIONAL

INFORMATION ON FLAGPOLE AND FLAGPOLE FOUNDATION

4
’-

6
"

6
"

3
’-

0
"

ROUNDED TOP

INSTALL TOP OF CONCRETE AND

ANCHOR AT FINISHED GRADE

#4 VERTICAL REBAR 50" LONG (8 TYP)

36" DIA CLASS "F" CONCRETE PIER

NO 6 CRUSHED STONE

6" PVC DRAIN PIPE AT LENGTH FROM

NO 6 CRUSHED STONE TO BOLLARD

-
1
2
"
+

(T
Y

P
)

2
"
(T

Y
P

)

#3 REBAR HOOP TIES AT 32" DIA WITH

12" TIE LAP INSTALLED AT 2" CLEAR

FROM TOP AND BOTTOM OF PIER (7 TYP)

GALVANIZED ROUND POST ANCHOR

SLEEVE

NOTE: ALL SITE BOLLARDS SHALL HAVE PLASTIC COVERS.

REMOVABLE SITE BOLLARD

6" ID SCHEDULE 40 GALVANIZED

REMOVABLE STEEL BOLLARD

(SEE NOTE)

NOT TO SCALE

301-0124
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PARSONS BRINCKERHOFF
GLASTONBURY, CT

DESCRIPTION NORTHING EASTING

BOLLARD COORDINATES

B-5

B-6

B-7

B-8

B-9

B-10

B-11

B-12

B-13

B-14

B-15

B-16

B-17

B-18

B-19

B-20

B-21

B-22

B-23

B-24

B-25

B-26

B-27

B-28

B-29

B-30

B-31

B-32

B-33

B-34

B-35

B-36

B-37

B-38

B-39

B-40

B-41

B-42

B-43

B-44

B-45

B-46

B-47

B-48

B-49

B-50

B-51

B-52

B-53

B-54

B-55

B-56

B-57

B-58

B-59

B-60

B-61

B-62

668893.39

668887.83

668906.51

668912.07

668901.62

668899.61

668901.86

668904.12

668906.37

668908.63

668910.88

668913.14

668915.39

668920.95

668918.70

668916.44

668914.19

668911.93

668909.68

668907.42

668813.75

668809.12

668795.55

668797.80

668800.06

668802.31

668804.57

668805.57

668800.26

668794.53

668792.28

668790.02

668787.76

668785.51

668791.07

668788.81

668825.87

668820.36

668798.33

668792.82

668829.77

668823.15

668834.53

668836.91

668839.29

668841.67

668844.05

668846.43

668848.80

668843.30

668840.92

668838.54

668836.16

668833.78

668831.40

668829.02

668826.64

668824.26

952804.39

952806.65

952813.10

952810.84

952801.05

952815.90

952821.46

952827.02

952832.58

952838.14

952843.70

952849.26

952854.82

952852.56

952847.00

952841.44

952835.88

952830.32

952824.76

952819.20

952774.73

952776.61

952780.41

952785.97

952791.53

952797.09

952802.65

952808.56

952811.36

952813.19

952807.63

952802.07

952796.51

952790.95

952788.70

952783.14

952819.52

952821.90

952831.42

952833.80

952853.78

952859.29

952864.80

952870.31

952875.82

952881.32

952886.83

952892.34

952897.85

952900.23

952894.72

952889.21

952883.70

952878.20

952872.69

952867.18

952861.67

952856.16

04.48



PARSONS BRINCKERHOFF
GLASTONBURY, CT

CM-011

JFK/JLD

WPD

CIVIL

MISCELLANEOUS DETAILS

STOP

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

1 .080

R1-1

BRIGHT WIDE ANGLE

RETROREFLECTIVE

SHEETING

LEGEND - WHITE

BACKGROUND - RED

5.19 30 31-0552

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

6.00 36x24 - 2 .080

NOT RESPONSIBLE FOR

DAMAGE OR THEFT TO

PERSONAL VEHICLES

PARK AT YOUR OWN RISK

BRIGHT WIDE ANGLE

RETROREFLECTIVE

SHEETING

BACKGROUND - SILVER

LEGEND - RED

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

2.00 1 .08031-062912x24

PARKING

BACKGROUND - BLUE

LEGEND - WHITE

VIOLATORS WILL

BE FINED MIN $150

HANDICAPPED

PERMIT

REQUIRED

TYPE III REFLECTIVE

SHEETING

SIGN DETAILS

ACCESSIBLE

VAN

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

0.50 1 .08031-0648

BACKGROUND - BLUE

LEGEND - WHITE

TYPE III REFLECTIVE

SHEETING

12x6

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

1 .0806.25

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

1 .0802.00 24x12 41-2607 30 41-4810

BACKGROUND - FLUORESCENT YELLOW-GREEN

LEGEND - BLACK

BACKGROUND - FLUORESCENT YELLOW-GREEN

LEGEND - BLACK

NOTES:

 

1. FOR SPECIFIC SIGN DESIGN CONTACT D.O.T. DIVISION OF TRAFFIC ENGINEERING. FOR BOLT HOLE

PATTERN REFER TO FHWA PUBLICATION "STANDARD HIGHWAY SIGNS" AS SPECIFIED IN THE MUTCD.

SIGNS OF DIFFERENT DIMENSIONS TO BE ERECTED ON THE SAME POSTS, OR SPAN/MAST ARM

MOUNTED MAY REQUIRE SPECIAL BOLT HOLE PATTERNS.

  

2. ALL POSTS SHALL BE TYPE "A" AND CONFORM TO CDOT STANDARD SHEET TR-1208_02.

 

3. SIGNS SHALL BE FABRICATED OF ONE CONTINUOUS PIECE OF SHEET ALUMINUM. SPLICING OF

ALUMINUM WILL NOT BE ACCEPTED.

 

4. BACKGROUND SHEETING FOR ALL SIGNS SHALL BE AS NOTED OR AS DIRECTED BY THE ENGINEER.

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

1 .080

TYPE III REFLECTIVE

SHEETING

BACKGROUND - WHITE

LEGEND - GREEN

1.50 12x18 -

CHARGING

ELECTRIC

FOR

VEHICLE

ONLY

RESERVED

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

6.00 .08036x24

BACKGROUND - WHITE

LEGEND - BLACK

TYPE III REFLECTIVE

SHEETING

METRO-NORTH RR

ENTRANCE FOR

EMPLOYEES ONLY

- 2

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

.08042x36

BACKGROUND - WHITE

LEGEND - BLACK

TYPE III REFLECTIVE

SHEETING

ALL VEHICLES

ENTERING

THIS FACILITY

ARE SUBJECT TO

SEARCH BY

MTA POLICE

10.50 2-

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

.080

TYPE III REFLECTIVE

SHEETING
COMMISSIONER OF TRANSPORTATION

STATE PROPERTY

NO TRESPASSING

BACKGROUND - WHITE

LEGEND - BLACK

30x18 31-54763.75 2

ELECTRIC

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

- .080

TYPE III REFLECTIVE

SHEETING

BACKGROUND - WHITE

LEGEND - BLACK

1.50 12x18 -

CATENARY

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

- .080

TYPE III REFLECTIVE

SHEETING

BACKGROUND - WHITE

LEGEND - BLACK

1.50 12x18 -

SUBSTATION

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

- .080

TYPE III REFLECTIVE

SHEETING

BACKGROUND - WHITE

LEGEND - BLACK

1.50 12x18 -

TRACK

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

- .080

TYPE III REFLECTIVE

SHEETING

BACKGROUND - WHITE

LEGEND - BLACK

1.50 12x18 -

SIGNAL

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

- .080

TYPE III REFLECTIVE

SHEETING

BACKGROUND - WHITE

LEGEND - BLACK

1.50 12x18 -

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

1.50 1 .08018x12

BACKGROUND - GREEN

LEGEND - WHITE

TYPE III REFLECTIVE

SHEETING

-

GATE X

* SEE NOTE 8

*

TYPE III REFLECTIVE

SHEETING

TYPE III REFLECTIVE

SHEETING

RADIO

AND

COMM

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

- .080

TYPE III REFLECTIVE

SHEETING

BACKGROUND - WHITE

LEGEND - BLACK

1.50 12x18 -

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

1.00 1 .08012x12

BACKGROUND - WHITE

LEGEND - BLACK

TYPE III REFLECTIVE

SHEETING

FOR ASSISTANCE

PRESS INTERCOM

BUTTON OR

CALL GUARD AT

(203) 786-8091

-

AREA

SQ. FT.
CTDOT # POSTS

ALUM.

THK.

SIZE

(INCHES)

- .080

TYPE III REFLECTIVE

SHEETING

BACKGROUND - WHITE

LEGEND - BLACK

1.50 12x18 -

STRUCTURES

5. REFER TO SIGNING AND PAVEMENT MARKING PLANS FOR SIGN LOCATIONS.

6. ALL SIGNS ARE TO BE MOUNTED ON POSTS AT A HEIGHT OF 7’ MEASURED FROM THE BOTTOM OF 

THE SIGN TO FINISHED GRADE UNLESS OTHERWISE NOTED ON THE PLANS.

7. REFER TO CSI SECTION 10 14 53 TRAFFIC SIGNAGE FOR HARDWARE AND SIGN REQUIREMENTS.

8. CONTRACTOR SHALL COORDINATE FINAL GATE NUMBER WITH MNR PRIOR TO FABRICATION OF SIGN.

9. PLEASE NOTE AN ADDITIONAL ALLOWANCE OF MISCELLANEOUS TYPE III SIGNS HAS BEEN INCLUDED

IN THE CONTRACT. ADDITIONAL SIGN LOCATIONS AND DETAILS FOR THESE SIGNS SHALL BE AS

DIRECTED BY THE ENGINEER DURING CONSTRUCTION.

NOT TO SCALE

301-0124
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FACILITIES IMPROVEMENTS
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DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT
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PARSONS BRINCKERHOFF
GLASTONBURY, CT

CM-012

MGB/EMK

LLF

SIDEWALK RAMP

SHEET 1
NOT TO SCALE
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CURBING 

GUTTER

 

CURBING 

GUTTER

WITH UTILITY / GRASS STRIP

PARALLEL SIDEWALK RAMP (TYPE 1a)

 

CURBING 

GUTTER

PERPENDICULAR SIDEWALK RAMP 

 

CURBING 

GUTTER

PERPENDICULAR SIDEWALK RAMP

L
A

N
D

IN
G

L
A

N
D

IN
G

SIDEWALK

APPROACH
SIDEWALK

APPROACH

SIDEWALK

APPROACH

SIDEWALK

APPROACH

SIDEWALK

APPROACH

SIDEWALK

APPROACH

SIDEWALK

APPROACH

SIDEWALK

APPROACH

 

GENERAL NOTES:

 

CURBING 

D
IS

T
A

N
C

E
 

M
A

Y
 V

A
R

Y

FLARE 
10%

MAX.

F
L

A
R

E
 

1
0
%

M
A

X
.

F
L

A
R

E

1
0
%

M
A

X
.

FLARE 
10%

MAX.

SIDEWALK CURB (OPTIONAL)

MIN.
CURBING 

MIN.

CURBING 

FLARE

 10%

 MAX.

MIN.

MIN.
CURBING 

FLARE

 10%

 MAX.

CURBING 

CURBING 

CURBING 

M
IN

.

MIN.

MIN.

M
IN

.

CURBING 

CURBING 

W/CURB RETURNS / UTILITY GRASS STRIP (TYPE 2a)

DUAL PERPENDICULAR 

SIDEWALK RAMPS (TYPE 3)

WITH UTILITY / GRASS STRIP

SIDEWALK CURB

(OPTIONAL)

SIDEWALK

APPROACH

FLARE 
10%

MAX.

FLARE

 10%

 MAX.

L
A

N
D

IN
G

PARALLEL/PERPENDICULAR SIDEWALK RAMP

NO UTILITY/GRASS STRIP (TYPE 1b)

PARALLEL SIDEWALK RAMP (TYPE 1) NO UTILITY STRIP
 

WITH UTILITY / GRASS STRIP

PARALLEL SIDEWALK RAMP (TYPE 1c)

 

PLANTING OR OTHER

NON-WALKING SURFACE

DUAL PERPENDICULAR SIDEWALK RAMPS (TYPE 3a)

SIDEWALK

APPROACH

SIDEWALK

APPROACH

SIDEWALK

APPROACH

SIDEWALK

APPROACH

PLANTING OR OTHER

NON-WALKING SURFACE

48"(1219)2’ (610)

DETECTABLE

WARNING

48"(1219)2’ (610)

DETECTABLE

WARNING

2’ (610)DETECTABLE WARNING

48" MIN.

(1219) 48"(1219)

4
8
"
(1

2
1
9
)

M
IN

.

48" (1219)

MIN.

4
8

"
(1

2
1

9
)

2’ (610) 

DETECTABLE

WARNING

2’ (610)

DETECTABLE

WARNING

48"(1219)

2’ (610) DETECTABLE WARNING

W/ 48" (1219) MIN. BY PASS LANDING  (TYPE 2)

48" (1219) 2’ (610) 

DETECTABLE

WARNING

4
8
"
 (

1
2
1
9
)

M
IN

.

2’ (610)

DETECTABLE

WARNING
48"(1219)

2’ (610)

DETECTABLE

WARNING

4
8
"
 (

1
2
1
9
)

48" (1219)

MIN.

4
8
"
 (

1
2
1
9
)

M
IN

. 
L

A
N

D
IN

G

1
.5

%
 

1.5%

1.5%

1
.5

%
 

1.5%

1.5%

1.5%

1.5%

1.5%
1.5%

1.5%
1.5%

1.5%

1.5% 

1.5%

48"(1219)

MIN.

ALL METRIC DIMENSIONS ARE IN MILLIMETERS (mm) UNLESS OTHERWISE NOTED.

1.5%

LANDING

1.5% 1.5%

OBSTRUCTION,

R.O.W. OR

OPTIONAL,

SIDEWALK

CURB

RUNNING SLOPES OF RAMPS SHALL NOT

APPROACH SIDEWALK AND LANDING CROSS SLOPE SHALL NOT EXCEED 2%.

SIDEWALK

WIDTH SEE 

NOTE 21

4
8

"
(1

2
1

9
)M

IN
.

L
A

N
D

IN
G

1
.5

 %

SEE NOTE 20

CURBING CAST 

AND PAID 

WITH RAMP

CURBING CAST AND 

PAID WITH RAMP

* OPTIONAL FLARE ONE SIDE OF RAMP

CURBING CAST 

AND PAID 

WITH RAMP

CURBING CAST AND 

PAID WITH RAMP (TYP.)

CURBING CAST AND PAID FOR WITH RAMP

DESIGNER/DRAFTER: PROJECT  TITLE: TOWN: PROJECT NO.SIGNATURE/

RAMP
7.1% 

RAMP

7.1%

 

RAMP
7.1%

RAMP

7.1%

 

RAMP
7.1%

RAMP

7.1%

 

7.1% RAMP 

7.1% RAMP 

7
.1

%
 

R
A

M
P

7.1%

RAMP

 OPTIONAL 

 RAMP 7.1% 

7
.1

%

R
A

M
P

7
.1

%

R
A

M
P

7
.1

%
 

R
A

M
P

 OPTIONAL 

 RAMP 7.1% 

7.1%

RAMP

 OPTIONAL 

  RAMP

  7.1%

7
.1

%

R
A

M
P

2’ (610) DETECTABLE 

WARNING ON CURB 

RAMP 7.1% 

EXCEED 8.33% AND SHALL NOT EXCEED 15’ (4.5m) WITHOUT PROVIDING A LANDING.

 O
P

T
IO

N
A

L
 *

*

 R
A

M
P

 7
.1

%
 

 1. MAXIMUM SLOPES OF ADJOINING GUTTERS AND ROAD SURFACES IMMEDIATELY ADJACENT TO THE SIDEWALK RAMP 

   SHOULD NOT EXCEED 5%. THE MAXIMUM GRADE DIFFERENCE BETWEEN THE GUTTER AND CURB RAMP SHALL NOT EXCEED

   13%. SEE DETAIL 1 ON SHEET 4.

 2. RAMP GRADE SHALL BE UNIFORM, FREE OF SAGS AND ABRUPT GRADE CHANGES. 

 

 3. ALL RAMPS SHALL BE CONSTRUCTED OF CLASS "F" CONCRETE IN ACCORDANCE WITH CONNECTICUT STANDARD 

   SPECIFICATIONS.

 4. SIDEWALK RAMPS SHALL HAVE A COARSE BROOM FINISH TRANSVERSE TO THE SLOPE OF THE RAMP.  THE SURFACE OF 

   ALL SIDEWALK RAMPS SHALL BE STABLE, FIRM AND SLIP RESISTANT.  SURFACE DISCONTINUITIES SHALL NOT EXCEED 

   �" (13) MAX. VERTICAL DISCONTINUITIES BETWEEN �" (6.4) AND �" (13) MAX. SHALL BE BEVELED 1:2 MINIMUM

   APPLIED ACROSS THE ENTIRE LEVEL CHANGE.

 5. DIAGONAL SIDEWALK RAMPS AT MARKED CROSSINGS SHALL BE WHOLLY CONTAINED WITHIN THE MARKINGS, EXCLUDING

   ANY FLARED SIDES. DIAGONAL AND PERPENDICULAR RAMPS SHALL HAVE  THE RAMP CUT PERPENDICULAR TO THE   

   TANGENT OF THE CURB RADIUS FOR THE DESIGNATED ACCESSIBLE ROUTE. BOTH LONGITUDINAL SIDES OF THE RAMP 

   SHOULD BE THE SAME LENGTH. SKEWED RAMPS SHOULD BE AVOIDED. FLARES ARE NOT CONSIDERED PART OF 

   PEDESTRIAN ACCESS ROUTE. DIAGONAL RAMPS SHOULD NOT BE INSTALLED WHERE CURB RADII IS LESS THAN 20’(6096).

 6. REMOVAL OF EXISTING SIDEWALK FOR NEW RAMP INSTALLATIONS SHALL BE TO THE NEAREST EXPANSION OR 

   CONTRACTION JOINT. 8.3% MAXIMUM SLOPE MAY NOT BE ACHIEVABLE DUE TO EXISTING SIDEWALK GRADE. IN 

   RECOGNITION OF THIS, A LIMIT OF 15’ (4572) FOR REMOVAL SHALL BE USED UNLESS OTHERWISE SHOWN ON THE PLANS

   OR DIRECTED BY THE ENGINEER. SAW CUT REQUIRED FOR DUMMY JOINTS SHALL BE INCLUDED IN THE COST OF 

  "CONCRETE SIDEWALK RAMP" OR "CONCRETE SIDEWALK".

 7. EXPANSION JOINTS IN CONCRETE SHALL MATCH THOSE IN ADJACENT SIDEWALKS BUT IN NO CASE SHALL THE SPACING 

   BETWEEN EXPANSION JOINTS EXCEED 12’ (3658) UNLESS OTHERWISE NOTED.

 8. CONCRETE SIDEWALK RAMPS, SHALL BE PAID FOR UNDER THE ITEM "CONCRETE SIDEWALK RAMP", AS DEFINED BY THE 

   CONSTRUCTION LIMITS ON THE PLANS AND SHALL BE FIELD VERIFIED.

 9. SIDEWALK RAMPS SHALL BE CONSTRUCTED WITH THE TOE AT THE GUTTER CAST INTEGRALLY WITH RAMP UNLESS DIRECTED 

   OTHERWISE BY THE ENGINEER (SEE TYPICAL SECTION ON SHEET 3). CURB REMOVAL AND CAST IN PLACE CURBING 

   REQUIRED FOR THE RAMP,  SHALL BE INCLUDED WITH PAY ITEM "CONCRETE SIDEWALK RAMP".

   CURBING OUTSIDE LIMITS OF RAMP OR LANDING SHOWN ON SHEET 3 SHALL BE CONSTRUCTED AND PAID FOR 

   IN ACCORDANCE WITH CONNECTICUT STANDARD SPECIFICATIONS.

10. PREFERRED LOCATION TO INSTALL DETECTABLE WARNING STRIP SHALL BE 6" (152) FROM THE EDGE OF ROAD ALONG

   THE FULL WIDTH OF THE RAMP. FOR ALTERNATE LOCATIONS, REFER TO DETECTABLE WARNING PLACEMENT DETAILS ON

   SHEET 4.

11. TO PERMIT WHEELCHAIR WHEELS TO ROLL BETWEEN DOMES, ALIGN DOMES ON A SQUARE GRID IN THE DIRECTION 

   OF RUNNING SLOPE (PERPENDICULAR TO CURB OR SLOPE BREAK). THE TRANSITION FROM RAMP TO GUTTER SHALL BE 

   FLUSH WITHOUT A LIP.

12. WHERE COMMERCIAL DRIVEWAYS ARE PROVIDED WITH TRAFFIC SIGNALS AND THE SIDEWALK IS CONTINUOUS THROUGH

   DRIVEWAY, DETECTABLE WARNINGS ARE REQUIRED AT THE JUNCTION BETWEEN THE PEDESTRIAN ROUTE AND DRIVEWAY.

13. CONSTRUCT A SIDEWALK CURB WHEN THERE IS INSUFFICIENT BUFFER AVAILABLE TO GRADE OR 

   WHEN CALLED FOR IN PLANS. PAID FOR WITH SIDEWALK RAMP WHEN REQUIRED FOR RAMP.

14. THE TOP AND BOTTOM OF RAMPS SHOULD BE PROVIDED WITH A 4’ x 4’ (1219 x 1219) MINIMUM LEVEL LANDING AREA 

   WITH A CROSS SLOPE LESS THAN OR EQUAL TO 2% IN ANY DIRECTION.

15. UTILITY POLES, LUMINAIRE, PEDESTRIAN OR SIGNAL POLES, GRATES, ACCESS COVERS, AND OTHER APPURTENANCES 

   SHALL NOT BE LOCATED ON RAMPS, LANDINGS, BLENDED TRANSITIONS, AND @ GUTTERS WITHIN THE 

   PEDESTRIAN ACCESS ROUTE.

16. APPROACH SIDEWALK WIDTHS, GRASS STRIP OR UTILITY STRIP WIDTHS MAY VARY.

17. 

18. THE RUNNING OR CROSS SLOPES ON LANDINGS AT MID BLOCK CROSSING MAY BE WARPED TO MEET STREET OR 

   HIGHWAY GRADE.

19. FOR PERPENDICULAR CURB RAMPS A MIN. 4’(1.2m) x 4’(1.2m) LEVEL LANDING SHALL BE PROVIDED AT THE TOP OF

   CURB RAMP. WHERE THE LEVEL LANDING  IS RESTRICTED AT THE BACK OF SIDEWALK THE LEVEL LANDING SHALL BE

   4’(1.2m) x 5’(1.5m) WITH THE 5’(1.5m) DIMENSION PROVIDED IN THE DIRECTION OF THE RAMP RUN.

20. FOR PARALLEL CURB RAMPS, A MIN. 4’(1.2m) x 4’(1.2m) LEVEL LANDING SHALL BE PROVIDED AT THE BOTTOM OF CURB

   RAMP. IF THE LEVEL LANDING IS RESTRICTED ON 2 OR MORE SIDES, THE LEVEL LANDING SHALL BE 4’(1.2m)x 5’(1.5m)

   WITH THE 5’ (1.5m) DIMENSION PROVIDED IN THE DIRECTION OF THE PEDESTRIAN STREET CROSSING.

21. WHEN WIDTH OF SIDEWALK IS >48" AND A PERPENDICULAR SIDEWALK RAMP IS INSTALLED, THE FLARED SIDES SHALL 

   BE 10% MAX. IF WIDTH OF SIDEWALK IS <48" THE FLARED SIDES MUST NOT EXCEED 8.33% (12:1).

22. SHADED AREAS ARE TYPICAL PAY LIMITS FOR CONCRETE SIDEWALK RAMP BUT, MAY VARY AS DIRECTED BY THE ENGINEER.

23. OPTIONAL RAMP, WHEN REQUIRED, SHALL BE PAID FOR AS PART OF CONCRETE SIDEWALK RAMP.

     

SEE NOTES 19  

 * OPTIONAL CURB RETURN ON ONE SIDE OF RAMP

** SEE NOTE 23
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NOTE: WHEN NO GATE IS PRESENT, INSTALL DETECTABLE WARNING SURFACE 12’ (3.6m) 

     FROM THE NEAREST RAIL. IF GATE IS PRESENT, INSTALL DETECTABLE WARNING 2’ (610) 

     PRIOR TO GATE. THE ROWS OF TRUNCATED DOMES IN A DETECTABLE WARNING SURFACE 

     SHALL BE INSTALLED PARALLEL WITH THE DIRECTION OF PEDESTRIAN TRAVEL.

SEE GRADE CHANGE AT ROADWAY INTERFACE

NEAREST RAIL

SEE NOTE 1 SHEET HW-921 02a
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SHEETS IS BASED ON LIMITED 
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STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
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DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
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IN NO WAY WARRANTED TO INDICATE 
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DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
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INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
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DEPARTMENT OF TRANSPORTATION

STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
INVESTIGATIONS BY THE STATE AND IS
IN NO WAY WARRANTED TO INDICATE 
THE CONDITIONS OF ACTUAL QUANTITIES 
OF WORK WHICH WILL BE REQUIRED.
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STATE OF CONNECTICUT

THE INFORMATION, INCLUDING ESTIMATED 
QUANTITIES OF WORK, SHOWN ON THESE 
SHEETS IS BASED ON LIMITED 
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* Discipline subset includes the General subset and all other discipline subsets.  The 02-Revisions does not need 
a checklist attached.  The standard subsets already have a checklist attached to the index sheets. 


– For Internal CTDOT Use Only Discipline Subset Submittal Checklist  


The following check list shall be checked and attached to each discipline subset * 


prior to being digitally signed. 
 


Check Task Section in DPD 


Manual 


 1. Attach this checklist to the discipline subset. Section 3.1 


 2. Ensure the plans conform to Section 1.4, step 1 of    
the Digital Project Development Manual. 


Section 1.4 


 3. Complete the following tasks using Bluebeam on 


the discipline subset? 


 


 a. Apply Page Labels Section 1.6.2 


 b. Apply Sheet Numbers Section 1.6.2 


 c.  Apply Watermark Section 2.4 


 d. Flatten Markups Section 2.4 


 e. Digital Signature Field Section 2.5.1 


       4. Type name and telephone number below.  
 5.  Upload, if not in Projectwise already, the 


discipline subset into the 100_Contract_Plans 
folder in Projectwise and attribute the document 


correctly? 


Section 3.2.4 


 a. Discipline = CT 


 b. Main Category = CON 


 c.  Sub Category = FDP, DCD, DCD2, 


ADP, ACD, DCO where applicable 
 d. Label = subset number and name. 


   Example of highways subset 
would be 03-Highways. 


   The label for a subset shall be the 


same for both FDP and 
DCD submittals. 


   Addendum submittals shall match 
FDP submittals with the addition 
of “_A#”. 


   Change Order Submittals shall 
match FDP submittals with 
the 
addition of “_C#”.  e. Description field is filled in with 


a description of the subset. 
 f. The applicable bridge no.(s) or signal 


intersection(s) were selected that is/are 
associated with this subset. 


 6. Notify Principal Engineer/Engineer of Record so 
they can apply their Digital Signature 


 


 7. Apply the QA/QC stamp after the discipline 
subset has been digitally signed. 


Section 3.1 


I have performed and checked that all the tasks above were performed correctly. 
 


                    
 


                   Submitted By (Type in Name)                     Phone Number (Type in Phone Number) 
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